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Spring Actuated Pallet Leveller

Model SPP360-2000 SPP360-2000C SPP360-2000SQ
Capacity 2000kg 4500LBS 2000kg 4500LBS 2000kg 4500LBS
Table Type open closed open
Size of the Platform 1110mm 43-3/4" 1110mm 43-3/4" 1250x1250mm 49-1/4"x49-1/4"
Min. Platform Height 240mm 9-1/2" 240mm 9-1/2" 285mm 11-1/4"
Max. Platform Height 705mm 27-3/4" 705mm 27-3/4" 750mm 29-1/2"
Basement Size 920x930mm 36"x36-3/4" 920x930mm 36"x36-3/4" 920x930mm 36"x36-3/4"

SPP360-2000 (Standard Type)
SPP360-2000C(Closed Table)

• One of the best way to save workers backs.
• Automatically keeps pallet or stillage loads at an optimum working height
   when loading or unloading goods.
• Dramatically reduces the effort required to palletise goods.
• Built-in turntable allows simple load rotation and access to all sides. 
• SPP360-2000C-Closed platform top for Europe

easy move with forklift lift tables in use

SPP360-2000 (Standard Type)

Standard Type with squre curtain

Spring Actuated Pallet Leveller

Model SPP360-2000G SPP360-2000S SPP360-2000CS
Capacity 2000kg 4500LBS 2000kg 4500LBS 2000kg 4500LBS
Table Type open open closed
Dia. of the Platform 1110mm 43-3/4" 1110mm 43-3/4" 1110mm 43-3/4"
Min. Platform Height 240mm 9-1/2" 240mm 9-1/2" 240mm 9-1/2"
Max. Platform Height 705mm 27-3/4" 705mm 27-3/4" 705mm 27-3/4"
Basement Size 920x930mm 36"x36-3/4" 920x930mm 36"x36-3/4" 920x930mm 36"x36-3/4"

SPP360-2000G(Galvanized Type)

• One of the best way to save workers backs.
• Automatically keeps pallet or stillage loads at an optimum working 

height when loading or unloading goods.
• Dramatically reduces the effort required to palletise goods.
• SPP360-2000G:Hot-galvanized finish.
• SPP360-2000S-Stainless finish.
• For use in meat and other food industry, dairy canning and all areas 

where corrosive acids and saline solutions are used.

SPP360-2000S(Stainless Type)

SPP360-2000CS(Stainless Type) 

with standard protection cover for 
all open type models

SPP360-2000SQ (Square Type Table)

Standard Type with round curtain)
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Rotatable Electric Lift Table

Rotatable Electric Lift Table

Model SPP360-1000E SPP360-2000E
Capacity (kg) 1000 2000
Dia. of the Platform (mm) 1110
Min. Platform Height (mm) 300
Max. Platform Height (mm) 710
Basement Size (mm) 920x930

Model ERP1000 ERP2000
Capacity (kg) 1000 2000
Dia. Of the Platform (mm) 1220 1220
Platform Height (mm) 286 286
Speed (r/min) 12 12
Motor (kw) 2.2 2.2
Wheel (mm) Ø150 Ø150
Fork Pocket (mm) 178x54 178x54
Net Weight (kg) 200 220

electric rotating! 

Lift Table
• Heavy duty range
• New design  to meet norm EN1570.
• New hydraulic system  increases safety and protects your goods, tep-

less rate of lowering system remains irrespective of the weight of the 
load.

BS35D  Double scissor

Model BS15 BS25 BS50 BS75 BS100 BS15D BS35D BS50D BS80D
Capacity (kg) 150 250 500 750 1000 150 300 500 800

Table Size
L (mm) 700 830 1010 1010 1010 830 1010 1010 1010
W (mm) 450 500 520 520 520 500 520 520 520

Table Height
Hmin (mm) 265 330 435 442 445 435 435 440 470
Hmax (mm) 755 910 1000 1000 950 1430 1585 1575 1410

Handle Height h (mm) 1000 1100 1130 1130 1130 1100 1130 1130 1130
Wheel Dia. (mm) Ø100 Ø125 Ø150 Ø150 Ø150 Ø150 Ø150 Ø150 Ø150

Overall Size
B (mm) 450 500 520 520 520 500 520 520 520
C (mm) 950 1010 1185 1260 1260 1010 1260 1260 1260

Foot Pedal 20 28 55 65 85 30 75 85 95
Net Weight (kg) 41 78 118 120 137 90 150 168 165

BS15

Skirting available as potion.

BS75

SPP360-1000E

manual rotating! 
SPP360-1000E with optional curtain

• This lift tables can not only electric lifting  but also manual 
rotating .

• Lifting by hydraulic powerpack

• Specially desigend for packaging.
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Stainless Steel Lift Table

Lift Table

TF35D

• Economic range but reliable.
• New design  to meet norm EN1570.

Type

Model

(mm)Min. Height
Max. Height
Table Size
Net Weight

(mm)
(mm)

(kg)

TF35D

435

1500
920x520

125

350(kg)Capacity
Double Scissor

TF20

265

755
700x450

44

200

TF30

330

910
852x502

74

300

TF50

390

910
852x502

81

500

TF80

442

1000
920x520

114

800

Single Scissor

• Robust structure yet light weight.
• Made of stainless #304.
• Two brakes increase safety.
• Stainless structure ideal for pharmaceutical, 

food ,beverage etc.
• Meet EN1750.

TF20

Model BSS10 BSS20 BSS50
Capacity (kg) 100 200 500
Table Size LxW (mm) 700x450 830x500 1010x520
Table Height H (Min./Max.) (mm) 225x760 335x915 430x1000
Handle Height h (mm) 1000 1000 1000
Wheel Dia. (mm) Ø100 Ø125 Ø150
Overall Size BxC (mm) 450x950 500x1010 520x12 80
Foot Pedal 20 28 55
Net Weight (kg) 40 76 123

Electric Lift Table

ES50D

• Lifts heavy loads with ease
• Robust structure yet lighweight

• Conforms to CE safety standard.

Battery: 75Ah/12V, Power pack: 700W

(mm)Min. Height

Table Size (mm)

(kg)Capacity
450

1010x520

300
450

1010x520

500
450

1010x520

750
480

1010x520

1000
495

1010x520

300
495

1010x520

500
510

1010x520

800

Model ES30 ES50 ES75 ES100 ES30D ES50D ES80D

Type

Net Weight (kg) 140 148 154 169 183 198 208

Max. Height (mm) 950 950 950 950 1600 1618 1460

Single Scissor Double Scissor

C
L

h

B

H

W

ES30 ES50

BSS1007
0
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Manual and Electric Large Table

BS50LB ES50LB

Power Pack
Battery

(W)
(Ah/V)

(mm)Min. Height
Max. Height
Table Size
Net Weight

(mm)
(mm)

(kg)

(kg)Capacity
400

1100

175

500

Model

Type

1525x620

BS50LA

Manual

425

1225

163

1000

BS100L

1200x800

370

1190
1200x800

160

500

BS50LB

700

75/12

430

1220

225

1000

ES100L

Electric

700

75/12

440

1150

215

500

ES50LA

1525x620 1200x800

700

75/12

430

1220

220

500

ES50LB

1200x800

--
--
-- --

----

• Super light weight for easy carry

Model ALT10
Capacity (kg) 100
Table Size LxW (mm) 700x450
Table Height H (Min./Max.) (mm) 265/755
Handle Height h (mm) 1000
heel Dia. (mm) Ø100
Overall Size BxC (mm) 450x950
Foot Pedal 20
Net Weight (kg) 24

Aluminium Lift Table

Manual Skid Lifter 
• Combination of pallet truck and lift table.

• Ideal for your loading and unloading operations. 
Continuous-welded heavy steel frame and forks 
handle weighty loads with ease.

• Easy-to-use control lever, plus two parking brakes 
on steering wheels increase safety.

• A foot-operated pedal for
 easier and faster lifting.
• A steering handle on
 1000(kg) models for easier
 and comfortable turning.
• Conforms to EN 1757-4. 

Model
Capacity
Platform
Lowered Fork Height
Max. Fork Height
Fork Length
Platform Length
Fork Width
Platform Width
Net Weight

(kg)

h (mm)
H (mm)
L (mm)
L (mm)

W (mm)
W (mm)

(kg)

SL50S SL50L SL100S SL100L PL50S PL50L PL100S PL100L
500 500 1000 1000 500 500 1000 1000

Without platform
85

1115
1115

88

526 690 526 690
538 703 538 703

830 833

107 116 135 138 122 136 150 158

With platform

--
--

--
--

SL100S

SL/PL series

PL100L with platform

Electric Skid Lifter 
PE/PEL series
• Conforms to EN 1757-4 and EN 1175.

PE seriesPEL series with platform

Model
Capacity

Lowered Fork Height
Max. Fork Height
Fork/Platform Length
Fork/Platform Width
Power Unit
Battery

(kg)

 (mm)
 (mm)
 (mm)

 (mm)

(kg)Net weight

PE50S PE50L PE100S PE100L
500 500 1000 1000

85

1115
526 690 526 690

830

12V
1.6KW

172 176 174 180

500 500 1000 1000

88

1115
538 703 538 703

833

12V
1.6KW

PEL50S PEL50L PEL100S PEL100L

180 184 182 188

Platform          Without platform              With platform

only 24kg on weight!
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Self-propelled Lift Table
• Self-propelled & electric lifting.
• Curtis controller & HALL accelerator.
• Meet EN1570 norm and ANSI/ASME safety standards.
• Optional steering handle makes the moving more easier.

Model ESF50 ESF50D ESF80 ESF80D
Scissor Type single scissor double scissors single scissor double scissors
Rated Capacity (kg) 500 500 800 800
Table Size LXW (mm) 1020x610
Min. Height H1 (mm) 460 470 460 520
Max. Height H2 (mm) 1000 1720 1075 1850
Lifting Speed (mm/s) 50~100
Lowering Speed (mm/s) ≤150
Drive Wheel (mm) Ø180x50
Steer Wheel (mm) Ø150x50
Battery Capacity (AH) 60
Charger (V/A) 24/8
Overall Height H3 (mm) 1100 1100 1100 1100
Handle Height H4 (mm) 1030 1030 1165 1165
Overall Length L1 (mm) 1158 1158 1345 1345
Overall Width W1 (mm) 667 667 667 667
Net Weight (kg) 214 220 240 250

ESF50D

with optional steering handle

Self-propelled Lift Table
HWE1201 series: Electric Lifting and Electric Moving.

Model HWE1201

Drive unit Electric

Operator type Pedestrian

Capacity (kg) 1200

Platform size (mm) 1300x820

Min.height (mm) 540

Max.height (mm) 1300

Turning radius (mm) 1500

Gradeability (%) 3/5

Brake Type Electric-magnetic

Tire Polyurethane

Driving wheel (mm) 250x80

Drive motor power (kw) 0.7

Lifting motor power (kw) 2.2

Battery (V/AH) 24/120

Net Weight (kg) 446
HWE1201
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Lift & Tilt Table
• The  Lift &Tilt Tables  from NU-LIFT are specifically designed to 

allow an operator to feed and unload parts from tote boxes or 
containers quickly and easily without lifting, bending, stretching, 
or reaching.

• When in its lift and tilt position, the unit holds totes or containers 
at a comfortable working height and angle that allows operators 

Power unit  made in Europe, DC 700W.
TS80

Overall Size
BxC (mm)

Net Weight
(kg)

Model

BL40

BL15

BL80

TS40

TS80

520x1355

500x1010

520x1355

520x1185

520x1260

--

Time to 
Max. Height(s)

--

--

20

20

123

92

145

170

185

55

Foot Pedal to 
Max. Height

20

80

--

--

1130435/900 435/1560

H1 H2

Table Height 
(Max./Min.)(mm)

Handle Height
H3(mm)

415/880 415/1400 1100

1130440/1000 438/1570

1180500/990 500/1620

1180500/1000 500/1620

Capacity
(kg)

400

150

800

400

800

LxW (mm)

830 x 520

830 x 500

830 x 520

830 x 520

830 x 520

BL80

D=827
48

MAX.=450

L=830

930

H
3=

11
80

H
1 H

2

TS  series

Screw Type Lift Table
• Manual lifting table the height of which is adjusted with a 

crank.
• Two fixed wheels and two castors.
• Foot protection on the swivel wheels and brakes!

Model MLT 300
Load Capacity (KG/LBS) 300/660 
Maximum Height of Table (mm) 1000

   Minimum Height of Table (mm) 440
Dimension of Table L×W (mm) 950×600
Net Weight (kg) 60

• To be used for high precision positioning. 
• New design to meet norm EN1570
• This model is operated by hand, and can be lifted 

with high precision than normal lift tables

Model LC200 LC500

Capacity (kg) 200 500

Table size (mm) 400x600 500x800

Min. height (mm) 370 450

Max height (mm) 900 1150
Handle rounds from 
min. height to max. height (r) 34 53

Net Weight (kg) 90 116

Screw Type Lift Table 

LC500

LC200

to easily reach parts even at the bottom of the container.
• The working table is elevated by means of a foot actuated 

hydraulic cylinder. As the table is raised, it  automatically 
tilts to an angle of 450 at full elevation. Built-in retaining lip 
keeps containers in place.
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Hydraulic Lift Tables

• Used as adjustable work bench, welder’s positioning table, or leveling table.

• Ideal for punch presses, die handling, conveyors, brake presses, loading 

and unloading trucks and maintenance operations.

• Two poly swivel and two rigid castors.

• Reliable foot brake. 

MD2048A

MD0246

MD6059B

MD0548

MD1048

Model

MD0246
MD0548
MD1048
MD2048A
MD2048B
MD2059A
MD2059B
MD4059A
MD4059B
MD6059A
MD6059B

Capacity Raised Height Table Size
(kg)

200

Min. Height

410x410
(lbs)

90

Post Diameter of Castor Net Weight
(mm)

29
(inch)

740
(mm)

46
(inch)

1170 16x16
(mm) (inch)

75 3
(mm) (inch)

34.5 76
(kg) (lbs)

No
500 460x460225 30760 481220 18x18 100 4 69.5 153 two
1000 460x915455 30760 481220 18x36 100 4 90.5 200
2000 610x915900 30760 481220 24x36 100 4 102 225
2000 815x1220900 30760 481220 32x48 100 4 140 308
2000 610x915900 37940 591500 24x36 150/125 6 187 412
2000 815x1220900 37940 591500 32x48 150/125 6 240 528
4000 610x9151800 37940 591500 24x36 150/125 6 187 412
4000 815x12201800 37940 591500 32x48 150/125 6 240 528
6000 610x9152700 37940 591500 24x36 150/125 6 187 412
6000 815x12202700 37940 591500 32x48 150/125 6 240 528

two
four
four
four
four
four
four
four
four

floor lock

Adjustable Work Positioners

Hydraulic Work Positioners

• Reduces ergonomic strain-positions your work 
at the precise height and angle you select.

• Lightweight, mobile, all-steel construction. 
Platform can be set at various heights and 
tilted to a certain angle to reduce strain and 
overexertion.  

• Hydraulic pump lift the platform  to the height 
you want. 

• Four sw ive l cas te rs mark ing the work 
positioners extremely easy to maneuver.

• Reduces ergonomic strain-positions 
your work at the precise height and 
angle you select.

• Lightweight, mobile, all-steel 
construction. 

• Platform can be set at various heights 
and tilted to a certain angle toreduce 
strain and overexertion. 

• Telescoping shaft with safety lever 
secures the work positioners to the 
height you want. Four swivel casters 
marking the work positioners extremely 
easy to maneuver.

• Angle of table is adjustable from 0-40º. 

• A valve core for pneumatic purpose.

Model
Capacity
Table Height Range

Adjustable Table Angle 
Net Weight

(kg)

(mm)

(kg)

XH15

150
720-1070

0-400

38

Model
Capacity
Table Height Range

Adjustable Table Angle
Net Weight

(kg)

(mm)

(kg)

XL15BXL15A

150
510-700

150
720-1070

0-40º

28
0-40º

30
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Electric Lift Table
• HIW series lift tables meet EN norm and  ANSI/ASME 

safety standards. 
• These models can be used in above-floor or in-floor pit 

applications.

Heavy Duty Design  Standard Safety Features
• Upper platform lifted with safety bar preventing descent on contact 

with obstructions.
• Low-tention (24V) control box with up-down buttons.

• Internal power pack equipped with relief valve against overloading 

and compensated flow valve for controlled lowering speed.
• Heavy duty cylinders with drainage system and check valve to stop 

the lift table lowering in case of hose burst.
• Power supply: 380V/50HZ/3phase or 220V/50HZ/1phase.

Removable lifting eyes

Model

Capacity
Lowered Height

Raised Hight h
Platform Size(LxB)

(kg)

(mm)

Lifting Time

Lifting Speed with Load
Lowering Speed with Load

(s)

(KW)Motor
Net Weight (kg)

(mm)

(mm)

(mm/s)

(mm/s)

HIW50

500
190

1010
1300x800

15

55
40

0.75

160

HIW100

1000
190

1010
1300x800

25

40
35

0.75

220

HIW200

2000
190

1010
1300x800

40

22
33

0.75

280

HIW300

3000
220

1020
1300x800

26

30
40

1.5

320

HW4001

HW1001

Electric Lift Table

Model Capacity  Lowered  Raised Platform Size Base Frame Size Lift Time Power Pack  Net 
  Height  Height      Weight 
  (kg) (mm) (mm) (mm) (mm) (second)   (kg) 
HW1001 1000 205  1000  820x1300   640x1240 20~25  380v/50HZ, AC 1.1kw  160 
HW1002 1000 205   1000 1000x1600  640x1240 20~25 380v/50HZ, AC 1.1kw   186 
HW1003 1000 240 1300 850x1700 640x1580 30~35 380v/50HZ, AC 1.1kw 200  
HW1004 1000 240 1300 1000x1700 640x1580 30~35 380v/50HZ, AC 1.1kw 210  
HW1005 1000 240 1300 850x2000 640x1580 30~35 380v/50HZ, AC 1.1kw 212  
HW1006 1000 240 1300 1000x2000 640x1580 30~35 380v/50HZ, AC 1.1kw 223  
HW2001 2000  230  1050 850x1300  785x1220 20~25 380v/50HZ, AC 1.5kw  235  
HW2002 2000  230 1050  1000x1600 785x1220 20~25 380v/50HZ, AC 1.5kw   268 
HW2003 2000 250 1300 850x1700 785x1600 25~35 380v/50HZ, AC 1.5kw 289  
HW2004 2000 250 1300 1000x1700 785x1600 25~35 380v/50HZ, AC 1.5kw 300  
HW2005 2000 250 1300 850x2000 785x1600 25~35 380v/50HZ, AC 1.5kw 300  
HW2006 2000 250 1300 1000x2000 785x1600 25~35 380v/50HZ, AC 1.5kw 315 
HW4001 4000  240  1100 1200x1700   900x1600 30~40  380v/50HZ, AC 2.2kw 375  
HW4002 4000 240   1100 1200x2000   900x1600 30~40  380v/50HZ, AC 2.2kw 405 
HW4003 4000 300 1400 1000x2000 900x2000 45~50 380v/50HZ, AC 2.2kw 470 
HW4004 4000 300 1400 1200x2000 900x2000 45~50 380v/50HZ, AC 2.2kw 490  
HW4005 4000 300 1400 1000x2200 900x2000 45~50 380v/50HZ, AC 2.2kw 480  
HW4006 4000 300 1400 1200x2200 900x2000 45~50 380v/50HZ, AC 2.2kw 505
HW4007 4000 300 1400 1500x1700 1200x1600 45~50 380v/50HZ, AC 2.2kw 420 
HW4008 4000 300 1400 1800x2200 1500x2000 45~50 380v/50HZ, AC 2.2kw 540

Standard Safety Features
• Upper platform lifted with aluminum safety bar preventing 

descent on contact with obstructions.

• Low-tention (24V) control box with up-down buttons.

• Internal power pack equipped with relief valve against over-

loading and compensated flow valve for controlled lowering 

speed.

• Heavy duty cylinders with drainage system and check valve 

to stop the lift table lowering in case of hose burst.

• Safety clearance between scissors to prevent trapping dur-

ing operation.

Sc issors made of  h igh 
tensile solid alloy steel .
Less lowered height than 
standard HW models

With optional protection curtain

Heavy Duty Design
• HW series lift tables meet EN norm and  ANSI/ASME 

safety standards. 
• These models can be used in above-floor or in-floor pit 

applications.
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‘U’ Low Lift Table  
            HU series

• ‘U’ shaped table are specially for handling pallets, no need for a pit or load 
ramps. 
• They are manufactured to all European safety standards including EN1570.

• Remote power pack with pedestal and controls, pretected to IP54.

• Upper platform fitted with safety perimeter to prevent descent on contact with 
obstructions.
• 24V control box with UP and DOWN buttons and emergency stop.

• External power pack equipped with a relief valve against overloading and a 
compensated flow valve for controlling lowering speed. 
• Hose burst safety valve to stop the lift table lowering in case of hose breakage.

• Removable lifting eyes to facilitate handling and installation of the lift table.

• Oiless bushings on pivot points.

• Quick assembly joint  for oil hose. 

• “U” Shaped Top Platform

Note: Clearance between two forks for pallet truck access 585mm.

Model

H (mm)Max. Height
Collapsed Height
Platform
Lifting Time

 h (mm)
LxW (mm)

(second)

(kg)Capacity

Power Pack
Net Weight (kg)

HU1000

860

85
1450x1140

25~35

1000
HU1500

860

105
1600x1180

30~40

1500

380V / 50Hz, AC0.75KW 380V / 50Hz, AC1.5KW
280 380

HU600

860

85
1450x985

25~35

600

380V / 50Hz, AC0.75KW
207

• These tables achieve a low closed height, eliminating the need for a 

pit installation.

• They are manufactured to all European safety standards including 

EN1570:1999.

• Remote power pack with pedestal and controls, pretected to IP54.

• Upper platform fitted with safety perimeter to prevent descent on 

contact with obstructions.

• 24V control box with UP and DOWN buttons and emergency stop.

• External power pack equipped with a rel ief valve against 

overloading and a compensated flow valve for controlling lowering 
speed. Power  supply are AC 380V/50HZ/3phase.

• Hose burst safety valve to stop the lift table lowering in case of hose 

breakage.

• Removable lifting eyes to facilitate handling and installation of the 

lift table.

• Oiless bushings on pivot points.

• Loading ramp is a standard equipment.

• Heavy duty design with larger platform

Low Profile Lift Table 
HY Series

Model Min. Height

LXW(mm)

Platform Size Max. Height

(mm)
85

(mm)
860

Stroke

(mm)
775

Lifting Time

(second)
25

Power Pack

380V /50HZ, AC  0.75 kw

85 860 775 25
85 860 775 25

85 860 775 25
85 860 775 25

105 870 775 30
105 870 775 30

105 870 775 30
105 870 775 35

105 870 775 35

1450x1140

1600x1140
1450x800

1600x800
1600x1000

1600x800
1600x1000

1600x1200
1600x1200

1600x1000

Net Weight

(kg)
357

364
326

332
352

362
401

415
419

405

(kg)

Capacity

1000

1000
1000

1000
1000

1500
1500

1500
2000

2000

380V /50HZ, AC  0.75 kw
380V /50HZ, AC  0.75 kw
380V /50HZ, AC  0.75 kw
380V /50HZ, AC  0.75 kw

380V /50HZ, AC  1.5 kw
380V /50HZ, AC  1.5 kw
380V /50HZ, AC  1.5 kw
380V /50HZ, AC 1 .5 kw

380V /50HZ, AC  1.5 kw

HY1001
HY1002
HY1003
HY1004
HY1005
HY1501
HY1502
HY1503
HY2001
HY2002
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• "E"Shaped Top Platform

• "E"shaped table are specially for handling pallets,no need for a pit 

or load ramps.

• They are manufactured to all European safety standards including 

EN1570:1990.

• Remote power pack with pedestal and controls ,protected to IP54.

• Upper platform fitted with safety perimeter to prevent descent on 

contact with obstructions.

• 24V control box with UP and DOWN buttons and emergency stop.

‘E’ Low Profile Lift Table
       HE series

Model HE500 HE1000 HE1500 HE2000
Capacity (kg) 500 1000 1500 2000
Max. height H(mm) 860 860 860 860
Collapsed height h(mm) 85 85 105 105
Platform L×W (mm) 1450×1140 1450×1140 1600×1180 1600×1180
Lifting Time (second) 25~35 25~35 30~40 30~40
Power Pack (KW) 380V/50Hz, AC0.75KW 380V/50Hz, AC0.75KW 380V/50Hz, AC1.5KW 380V/50Hz, AC2.2KW
Net Weight (kg) 207 280 380 500

• These tables achieve a super low closed height, eliminating the need for a pit installation.

• They are manufactured to all European safety standards including EN1570:1999.

• Remote power pack with pedestal and controls, protected to IP54.

• Upper platform fitted with safety perimeter to prevent descent on contact with obstructions.

• 24V control box with UP and DOWN buttons and emergency stop.

• External power pack equipped with a relief valve against overloading and a compensated flow valve for controlling lowering speed.

• Hose burst safety valve to stop the lift table lowering in case of hose breakage.

• Removable lifting hooks to facilitate handling and installation of the lift table.

• Mechanical safety chocks for maintenance.

Super Low Profile Lift Table  

    HL series

Model HL500 HL750 HL1000 HL1500

Capacity (kg) 500 750 1000 1500

Max. height H(mm) 800 800 800 800

Min.  height h(mm) 30 30 30 30

Platform L×W(mm) 1270x1100 1270x1100 1270x1100 1270x1100

Lifting Time (second) 25~35 25~35 25~35 25~35

Power Pack (KW) 380V/50Hz, AC0.75KW 380V/50Hz, AC0.75KW 380V/50Hz, AC0.75KW 380V/50Hz, AC1.5KW

Net Weight (kg) 207 250 280 380

• Closed height only 10mm, no ramp needed for pallet.
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Mini Lift Table
• Small platform for special size material.

• High quality norm power pack from Europe.

• Meet EN1570 norm and ANSI/ASME safety standard.

Large Lift Table

• Large platform for special size materials.
• Meet EN1570  norm and ANSI/ASME safety standard.
• High quality power unit made in Europe.

Model HZ0501 HZ1001

Capacity (kg) 500 1000

Lowered Height (mm) 162 180

Raised Height  (mm) 950 770

Platform Size (mm) 610×910 610×916

Base Frame Size  (mm) 450×700 585×896

Lift Speed (sec) 17-22 1 5-20

Power Pack
380/50HZ,AC 

0.75Kw
380V/50HZ,
AC1.1KW

Net Weight  (kg) 98 115

Model HW500L HW501 HW502

Capacity kg(lb.) 500 (1100) 500 (1100) 500 (1100)

Lowered Height mm(in.) 200 (7.9) 200 (7.9) 200 (7.9)

Raised Height mm(in.) 1000 (39.4) 1000 (39.4) 1000 (39.4)

Platform Size  m(in.) 800×2000(31.5×7.9) 1300×600 (51×23.6) 1300×800 (51×31.5)

Base Frame Size  m(in.) 680×1615 (26.5×63.6) 1210×585 (47.6×23) 1210×585 (47.6×23)

Lift Time (sec.) 20-25 10-15 10-15

Power Pack (V/Hz) 380/50,AC 1.1Kw 380/50,AC 0.75Kw 380/50,AC 0.75Kw

Net Weight kg(lb.) 193 (424.6) 121 (266.2) 131 (288.2)

Large Lift Table

• Upper platform lifted with aluminum safety bar preventing 
descent on contact with obstructions.

• Low-tention (24V) control box with up-down buttons.
• Internal power pack equipped with relief valve against over-

loading and compensated flow valve for controlled lowering 
speed.

• Heavy duty cylinders with drainage system and check valve 
to stop the lift table lowering in case of hose burst.

• Safety clearance between scissors to prevent trapping dur-
ing operation.

 Standard Safety Features
• Heavy Duty Design

• Meet EN norm and  ANSI/ASME safety standards. 

• These models can be used in above-floor or in-floor 
pit applications.

• Large platform for special size materials.

Other Standard Features
• Self lubricating bushings on pivot points.
• Removable lifting eye to facilitable handling and lift table 

installation.
• High quality AC power packs are made in Europe.

Model   HW2000D HW4000D HW8000D 
Capacity   (Kg) 2000 4000 8000 
Lowered Height  (mm) 205 230 240 
Raised Height  (mm) 1000 1000 1050
Platform Size L x W (mm) 2500 x 820 2500 x 850 3000 x 1200
Net Weight    (kg) 265 360 420

HW8000D

8000 kg!
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Loading Table

• Heavy duty design.

• Economic range for loading and unloading goods with stader or hand pal-
let truck.

• Removable lifting eye to facilitable handling and loading table installation.

• Meet EN 1570 norm and ANSI/ASME safety standard.

Model 

Capacity
Lowered Height
Raised Height
Platform Size
Base Frame Size
Lift Speed
Power Pack
Net Weight

(kg)
(mm)
(mm)

L x W (mm)
(mm)
(sec)
(kw)
(kg)

2500

130
1700

2000 x 2600
1900 x 2510

60~70
380V/50HZ, AC 2.2kw

1700

HY2500 

Dock Lift

• Level transfer from any dock height to any truck bed height.

• Leveler can go all the way down to grade level.

• No ramps or inclines

• Capacities to 5000kgs

• Meet EN 1570 norm and ANSI/ASME safety standard.

Model  TL5000
Capacity (kg) 5000
Lowered Height (mm) 600
Raised Height (mm) 2630
Platform Size LxW (mm) 2000 x 3000
Net Weight (kg) 1750
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Double & Three Scissors Lift Table

Other Standard Features
• Self lubricating bushings on pivot points.

• Removable lifting eye to facilitable handling and lift table installation.

• Heavy Duty Design
• Meet EN 1570 norm and  ANSI/ASME safety standards. 

• These models can be used in above-floor or in-floor pit applications.

Standard Safety Features
• Upper platform lifted with aluminum safety bar preventing descent 

on contact with obstructions.
• Internal power pack equipped with relief valve against overloading 

and compensated flow valve for controlled lowering speed.
• Heavy duty cylinders with drainage system and check valve to stop 

the lift table lowering in case of hose burst.
• Safety clearance between scissors to prevent trapping during op-

eration.

HD1000

Model  HD1000 HD2000 HD4000 HT1000  HT2000
Type   double-scissor   three-scissor
Capacity                      (kg) 1000 2000 4000 1000  2000
Lowered Height        (mm) 305 360 400 470  560
Raised Height           (mm) 1780 1780 2050 3000  3000
Platform Size   L x W(mm) 820 x 1300 850 x 1300 1700 x 1200 1700 x 1000  1700 x 1000
Base Frame Size      (mm) 640 x 1240 785 x 1220 1600 x 900 1600 x 1000  1606 x 1010
Lift Time                    (sec) 35~45 35~45 55~65 35~45  50~60
Power Pack    380V/50HZ, AC 2.2kw
Net Weight                  (kg) 210 295 520 450  750

HT1000

Four Scissors Lift Table
• Heavy duty design.
• Conforms to En1570 and ANSI/ASME safety standard.
• Safety clearance between scissors to prevent from trapping.
• Installed aluminum safety bar to prevent from trapping while descending.
• Built-in relied valve and compensation flow control valve to fulfill overload protection and control lowering speed.
• There is safety valve to stop the table or keep slow descending in case of hose burst.
• Self-lubricating bushing in all pivot points to prolong the lifespan.

Model HF400 HF800
Capacity (kg) 400 800
Min. Height H(mm) 600 706
Max. Height h(mm) 4140 4210
Platform size (mm) 1700×1000 1700×1000
Base size (mm) 1600×1000 1606×1010
Raising time (S) 30-40 65-75
Descending time (S) 30-40 75-85
Power Pack AC380V, 2.2KW AC380V, 2.2KW
Net weight (kg) 548 858
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Order Picker
Model: WF200

 WF200

• Hand pushed unit which is easy to manoeuvre.
• Two parking brakes ensure safety rest.
• With added safety featrues: mandatory two 

handed controls safety bar, etc.
• Conforms to EN280.

• Capacity:200kg (including operator)
• Lowered table height:670mm
• Raised table height:1500mm
• Platform size(LxW):600x550mm
• Power pack:DC, 800W
• Battery:45Ah/12V
• Net weight:151kg
• Overall size:1210x630x1040mm

www.nu-lift.cn www.nu-lift.cn

A: Trolley Frame
Mobile Base Frame – Provided with wheels the lift platform 

becomes a mobile lifting and handling equipment. The 
trolley frame consists of two swivel braked caster wheels 
and two fixed wheels.

B: Loading Flap
Load flap – For bridging the gap between the lift table and 

loading dock or vehicle. This option is mainly used on 
loading dock lift tables.

E: Side Barrier Rails
Side barrier rails – A 1100 mm high rail with a mid-rail and 

a 150 mm high toe kick-plate is a recommended option 
when the lift table is used by persons or as a goods lift 
between levels.

F: Raise and Tilt Platform
Tilt – The lift table can be fitted with a hydraulic tilt platform 

with max. tilt angle of 90°. Hydraulic actuated hinged tilt 
platform, complete with safety edge.

C: Recessed Circular Turntable
Recessed circular turntable – Recessed and integrated in 

the lift table top.
Turntable recessed into a dummy table top, fitted to the 

basic scissor lift platform.

D: Pallet Truck Frame
Pallet truck frame – Enables the lift table to be easily trans-

ported with a forklift or hand pallet truck.

G: Roller Bed
Roller conveyor – Roller conveyor or another conveyor type 

is often utilized in production systems where different 
levels are to be compensated.

H: Protection Curtain
Protects the table from dust, dirt and debris in exposed envi-

ronments. The bellows are suitable for weather proofing 
the equipment in an outdoor environment.

The lift table can be enclosed in a chain mesh curtain to 
reduce the risk of injury or entrapment. The chain mesh 
curtain is also a useful protection against mechanical 
damage.

Optional Accessories for Electric Lift Tables
A B

C D

E F

G H
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Order Picker

FT200A

Model
Capacity(including operator)

Lowered Table Height (mm)

FT200

200

480

Power Unit
Battery(service free)
Overall Size

(W)

(Ah/V)

(mm)

DC 800

85/12

1455x740x1780

(kg)

FT200A

200

550

DC 800

85/12

1455x740x2100

Raised Table Height (mm) 2720 3500

Platform Size 640x600(mm) 640x600

FT200

3.5m lifting height• Extra stabilizer and floor brake
  improved the stability.
• Capacity: 200kg.
• Conform to EN280.

www.nu-lift.cn www.nu-lift.cn

• Standard equipment
• Can Bus Technology
• Proportional controls
• Battery charge indicator
• Forklift pockets
• Safety brackets
• Low voltage alarm
• Emergency down button
• Charger protection 
• Controller temperature protection
• 2WD
• Over loading limited 

Model FSEP3-2.7 FSEP3-3.3 FSEP3-4.0 FSEP3-4.5
Max.Platform Height (mm) 2700 3300 4000 4500
Max.Machine Height (mm) 4120 5000 5400 6000
Ground Clearance (mm) 40
Rated Capacity (kg) 300
Platform Size (mm) 600×640
Max.Drive Speed (platform Stowed) (km/h) 4
Max.Drive Speed (platform Elevated) (km/h) 1.6
Min.turning Radius (mm) 1600
Max.Climbing Capacity (%) 15~20
Driving Wheel Size (mm) Φ230×80
Caster Size (in) 6
Driving Motor (v/kw) 2×24/0.4
Lifting Motor (v/kw) 24/1.6
Battery Capacity (v/Ah) 2×12/150
Charger (V/A) 24/15
Overall Length (mm) 1530 1620
Overall Width (mm) 700
Overall Height (mm) 1830 2130 1840 2000
Overall Net Weight kg 430 450 660 680

FSEP3-3.3

Self-propelled Order Picker
09
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• With Built-in Charger 
• Battery charge indicator
• Safety brackets
• Emergency stop button

Standard Equipments

Mini Scissor Type Work Platform

Model JY317 JY330 JY339
Type Double-Scissor Three -Scissor Four -Scissor
Lift Capacity (kg) 300 300 300
Max. Platform Height(H) (mm) 1700 3000 3900
Min. Platform Height(H1) (mm) 520 630 700
Platform Size(a x b) (mm) 1000x530 1170x600
Lifting Time (s) 10 33 33
Decending Time (s) 7 30 30
Lifing Motor (V/Kw) 12/0.8 12/0.8 12/0.8
Charger (V/A) 12/15A 12/15A 12/15A
Overall Length(A) (mm) 1300 1300 1300
Overall Width(B) (mm) 740 740 740
Overall Height(h) (mm) 1620 1650 1750
Net Weight (kg) 280 360 420

Mini Self-propelled Scissor Type Work Platform

Model FJY330 FJY339
Type Three -Scissor Three -Scissor
Lift Capacity (kg) 300 300
Max. Platform Height(H) (mm) 3000 3900
Max. Working Height (mm) 5000 5900
Min. Platform Height(H1) (mm) 630 700
Platform Size(a x b) (mm) 1170x600 1170x600
Ground Clearance (mm) 60 60
Wheel Base (mm) 990 990
Min. Turning Radius (mm) 1200 1200
Drive Motor (V/kw) 2x24/0.4 2x24/0.4
Lifting Motor (V/kw) 24/0.8 24/0.8
Travelling Speed (Km/h) 4 4
Lifting Time (s) 20 20
Decending Time (s) 30 30
Battery (V/Ah) 2x12/80 2x12/80
Charger (V/A) 24/15 24/15
Overall Length(A) (mm) 1180 1180
Overall Width(B) (mm) 760 760
Overall Height(h) (mm) 1830 1930
Net Weight (kg) 490 600

www.nu-lift.cn www.nu-lift.cn
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Scissor Type Work Platform (DC type)

Model SJY0.5-6 SJY0.5-7.5 SJY0.5-9 SJY0.5-11
Lift Rated Capacity (Kg) 500 500 500 500
Max.Platform Height (mm) 6000 7500 9000 11000
Min.Platform Height (Guardrail removed) (mm) 1080 1200 1360 1480
Platform Size (mm) 2200x1000x1100
Elevating Time (s) 77
Motor Power (kw) 24/2.2 24/2.2 24/2.2 24/3
Battery (v/Ah) 2 x 12/150 2 x 12/150 2 x 12/150 2 x 12/150
Charger (v/A) 24/20 24/20 24/20 24/20
Overall Length (mm) 2540 2540 2540 2540
Overall Width (mm) 1300 1300 1300 1300
Overall Height (mm) 1180 1300 1460 1580
Net Weight (Kg) 950 1350 1600 1800

Self-propelled Scissor Work Platform

Model FSJY0608 FSJY0810 FSJY1012
Lift Rated Capacity (Kg) 300 300 300
Max.Platform Height (mm) 6000 8000 10000
Max.Machine Height (mm) 8000 10000 12000
Min.Platform Height (Guardrail removed) (mm) 1190 1315 1440
Ground Clearance (folding) (mm) 110 110 110
Ground Clearance (rising) (mm) 20 20 20
Platform Size (mm) 2270x1150
Platform Extended Size (mm) 900 900 900
Wheel Base (mm) 1850 1850 1850
Min. Turn Radius (mm) 2100 2100 2100
Max.Drive Speed platform (folding) (km/h) 4
Max.Drive Speed (rising ) (km/h) 0.8
Max.Climbing Capacity (%) 20
Max.Working Angle 2~3 degree
Control Mode Electro-hydraulic proportion control
Driving Wheel Size (mm) Ø 381x127
Power Unit (v/kw) 24/3 24/3 24/3
Battery (v/Ah) 4x6/210 4x6/210 4x6/210
Charger (v/A) 24/25 24/25 24/25
Overall Length (mm) 2400 2400 2400
Overall Width (mm) 1150 1150 1150
Overall Height (guardrail unfolding) 2150 2275 2400
Net Weight (Kg) 1900 2200 2700

www.nu-lift.cn www.nu-lift.cn
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• Standard equipment
• Leveling outrigger device 
• Emergency stop button
• Battery charge indicator
• Electric limit switch
• Two controllers operation
• Emergency down button
• Leveling indicator 
• Over loading limited

Mobile Aluminium Work Platform
Single Mast

Model NO. AWP6-1000 AWP8-1000 AWP10-1000
S.W.L. (Kg) 150 125
No. of including person 1
Platform floor height (mm) 6000 8000 10000
Working Height (mm) 7700 9700 11700
Overall Length (mm) 1330
Overall Width (mm) 800
Overall Height (mm) 1950 2050 2150
Platform Size (mm) 650x600
Ground clearance (mm) 80
Wheelbase (mm) 1110
Lifting Motor AC (V/Kw) 110-230VAC/0.75kw

DC (V/Kw) 24VDC/2.0kw
Up/Down speed (sec) 38/35 44/38 46/40
Batteries (V/Ah) 2x12V/60AH
Charger 24V/10A
Tyres Back wheels (mm) Ø180x50

Front wheels (in) 5 in
Weight (Kg) 330 380 430

Mobile Aluminium Work Platform
 Dual Mast

• Standard equipment
• Leveling outrigger device 
• Emergency stop button
• Battery charge indicator
• Electric limit switch
• Two controllers operation
• Emergency down button
• Leveling indicator 
• Over loading limited

Model NO. AWP6-2000 AWP8-2000 AWP10-2000 AWP12-2000
S.W.L. (Kg) 300 300 250 200
No. of including person 2
Platform floor height (mm) 6000 8000 10000 12000
Working Height (mm) 7700 9700 11700 13700
Overall Length (mm) 1550 1550 1670 1790
Overall Width (mm) 900 900 900 900
Overall Height (mm) 1970 1970 2070 2070
Platform Size (mm) 1500x600 1500x600 1620x600 1740x600
Ground clearance (mm) 80
Lifting Motor AC (V/Kw) 110-230VAC1.5kw

DC (V/Kw) 24VDC/2.0kw
Up/Down speed (sec) 58/40 62/43 70/46 75/54
Batteries (V/Ah) 2x12V/60AH
Charger 24V/10A
Tyres Back wheels (mm) Ø200x50mm

Front wheels (mm) Ø180x50mm
Weight AC 480 580 680 780

DC (Kg) 510 610 710 810

www.nu-lift.cn www.nu-lift.cn
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Self-propelled Aluminium Work Platform

Model FAWP7.5-2000 FAWP9-2000

Rated Load Capacity (Kg) 200 150

Platform Height (mm) 7500 9000

Max. Working Height (mm) 9000 10500

Min. Platform Height (mm) 530 530

Ground Clearance (mm) 70 70

Platform Size (mm) 1000x700x1150 1000x700x1150

Max. Drive Speed (Km/h) 3~4 3~4

Min. Turning Radius (mm) 1600 1600

Max. Climbing Capacity (%) 10~15 10~15

Drive Wheel (mm) Ø230x80 Ø230x80

Castor Wheel (mm) Ø150 Ø150

Drive  Motor (V/Kw) 2x24/0.41 2x24/0.4

Lifting Motor (V/Kw) 24/2.2 24/2.2

Batteries (V/Ah) 2x12/150 2x12/150

Charger (V/Ah) 24/15 24/15

Overall Length (mm) 1500 1500

Overall Width (mm) 1000 1000

Overall Height (mm) 1960 1960

Net Weight (Kg) 1100 1250
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